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MOUNTING HEIGHT AS SPECIFIED

WATERPROOF INSULATION

PIERCING TAP CONNECTOR
WATERPROOF FUSEHOLDER

AND SOLID NEUTRAL SLUG

ANCHOR JOSLYN —//

10’ MIN.

SCREENING COMPACTED & THOROUGHLY TAMPED
AT 1’ (304) INTERVALS

(3.05 m)

5" (15.9) X 8 (2.4 m)
GROUND ROD

6’/ (152) COARSE GRAVEL
SETTLING PAD

TEMPORARY LIGHT POLE DETAIL TEMPORARY LIGHT POLE ATTACHMENT DETAIL

NOTES:

A GROUNDING ROD SHALL BE INSTALLED AT EVERY TEMPORARY LIGHT POLE.

THE TEMPORARY LIGHTING SYSTEM IS A SINGLE PHASE 3 WIRE SYSTEM.

THERE ARE 2 PHASE CONDUCTORS AND A MESSENGER/GROUND CONDUCTOR — NO NEUTRAL CONDUCTOR.

NOTES: THE PHASE CONDUCTORS SHALL BE EQUIPED WITH TWO POLE WATERPROOF FUSEHOLDER WITH
—_— 15 AMP FUSES.

1. ALL DIMENSIONS IN INCHES (MILLIMETERS) UNLESS OTHERWISE INDICATED
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